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(2) Annually submit to DOE either 
the updated documented safety anal-
ysis for approval or a letter stating 
that there have been no changes in the 
documented safety analysis since the 
prior submission; and 

(3) Incorporate in the safety basis 
any changes, conditions, or hazard con-
trols directed by DOE. 

§ 830.203 Unreviewed safety question 
process. 

(a) The contractor responsible for a 
hazard category 1, 2, or 3 DOE nuclear 
facility must establish, implement, and 
take actions consistent with a USQ 
process that meets the requirements of 
this section. 

(b) The contractor responsible for a 
hazard category 1, 2, or 3 DOE existing 
nuclear facility must submit for DOE 
approval a procedure for its USQ proc-
ess by April 10, 2001. Pending DOE ap-
proval of the USQ procedure, the con-
tractor must continue to use its exist-
ing USQ procedure. If the existing pro-
cedure already meets the requirements 
of this section, the contractor must no-
tify DOE by April 10, 2001 and request 
that DOE issue an approval of the ex-
isting procedure. 

(c) The contractor responsible for a 
hazard category 1, 2, or 3 DOE new nu-
clear facility must submit for DOE ap-
proval a procedure for its USQ process 
on a schedule that allows DOE ap-
proval in a safety evaluation report 
issued pursuant to section 207(d) of this 
Part. 

(d) The contractor responsible for a 
hazard category 1, 2, or 3 DOE nuclear 
facility must implement the DOE-ap-
proved USQ procedure in situations 
where there is a: 

(1) Temporary or permanent change 
in the facility as described in the exist-
ing documented safety analysis; 

(2) Temporary or permanent change 
in the procedures as described in the 
existing documented safety analysis; 

(3) Test or experiment not described 
in the existing documented safety anal-
ysis; or (4) Potential inadequacy of the 
documented safety analysis because 
the analysis potentially may not be 
bounding or may be otherwise inad-
equate. 

(e) A contractor responsible for a 
hazard category 1, 2, or 3 DOE nuclear 

facility must obtain DOE approval 
prior to taking any action determined 
to involve a USQ. 

(f) The contractor responsible for a 
hazard category 1, 2, or 3 DOE nuclear 
facility must annually submit to DOE 
a summary of the USQ determinations 
performed since the prior submission. 

(g) If a contractor responsible for a 
hazard category 1, 2, or 3 DOE nuclear 
facility discovers or is made aware of a 
potential inadequacy of the docu-
mented safety analysis, it must: 

(1) Take action, as appropriate, to 
place or maintain the facility in a safe 
condition until an evaluation of the 
safety of the situation is completed; 

(2) Notify DOE of the situation; 
(3) Perform a USQ determination and 

notify DOE promptly of the results; 
and (4) Submit the evaluation of the 
safety of the situation to DOE prior to 
removing any operational restrictions 
initiated to meet paragraph (g)(1) of 
this section. 

§ 830.204 Documented safety analysis. 

(a) The contractor responsible for a 
hazard category 1, 2, or 3 DOE nuclear 
facility must obtain approval from 
DOE for the methodology used to pre-
pare the documented safety analysis 
for the facility unless the contractor 
uses a methodology set forth in Table 2 
of Appendix A to this Part. 

(b) The documented safety analysis 
for a hazard category 1, 2, or 3 DOE nu-
clear facility must, as appropriate for 
the complexities and hazards associ-
ated with the facility: 

(1) Describe the facility (including 
the design of safety structures, sys-
tems and components) and the work to 
be performed; 

(2) Provide a systematic identifica-
tion of both natural and man-made 
hazards associated with the facility; 

(3) Evaluate normal, abnormal, and 
accident conditions, including consid-
eration of natural and man-made exter-
nal events, identification of energy 
sources or processes that might con-
tribute to the generation or uncon-
trolled release of radioactive and other 
hazardous materials, and consideration 
of the need for analysis of accidents 
which may be beyond the design basis 
of the facility; 
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